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4-Wire Spacing Application

3-Wire Spacing Application

Barbed, Top Smooth 51/2" Steel Post (Typ.), All Smooth .
1rod 5" Dia. by 7' Long Wood Post i 8 i
16 1/2" (typ.) every 10 Rods, see specs. " )
N/ Regular Wire Clips 1 - _ /

12" 0 12" 1 — !

. 6" ”‘//// 12" “\M‘ T~ Rl
6 i Tension Stave - |\ Q\

18" No Stays 18" #4 Rebar, 24" (typ) [

i

L]

A
ﬁ_ i
44]» All wires to be

[\ \‘
5" Dia x 7'-0" Treated / u
Posts, Tapered or Flat

" 3'-0" Min
18" (typ.)
3'-0" (typ) 12 1/2 guage (typ.) L
. ’ . End (Typ.)  3'-0" (typ.)
Wire Fence Single Panel P Double Panel
Not To Scale Not To Scale Not To Scale
Min Tree Diamet h Scab "untreated" 2x4's to tree with nails.
4" Dia. Treated shlgll gg%" ﬁ"s'fna?feg?rd?nﬂingffﬁ ¢ % Wrap fence wire around 2x4 such that the wire
" oo e i does not contact the tree trunk. Wrap each wire
12"(typ.) Brace Rails (Typ.) o 9‘:‘”9? galv.dwmg 'rledloopeddaround twice around tree prior to twisting on'?o itself.
1 rod each wire and fwisted around posts. = Staple wire at appropriate height to maintain spacing.
. /ll 16 1/2' 51/2" Steel Post (typ.) . ) M
1/3 Post Dia /‘ \ (2) #40d 8 (Typ) D /_ -LTYP'CGI Metal Line Post Use trees which align with existing fence line.
Sawn No'rch‘/ Galvanized ’ d Plan View Fence line may be adjusted to the WMA side
. ! 3 up to 2'-0" out of alignment to align with
Field Treat Nails & anchor‘z‘rreej only where necessary to anchor
W Mortise Detail every 25 rods.
18" (typ) Anchor Tree /— 4'-0" 2x4's attached to tree prior to wrapping wire.

Corner

3'-0" Min

Not To Scale

]

18"(typ.)

——— Two Steel Posts Driven
at approximately 45 degree angle
to native ground to 3" of surface.
May be cut if driving to full depth
is not possible.

Typical Deadman Anchor Detail

Not To Scale

Wire spacing as shown in typical fence detail.

Ground\
Typical Tree Anchor Point Detail

Not To Scale

8'(typ.)
4" Dia. Treated

‘ Provide galvanized chain
6" Shown

8'(typ.) A‘ I' (16" Similar) A‘
— 3 I

with 3/8" welded loops
(min. 3/4" loop length).
Staple to Post.

| —

3'-0" Min

5" Dia x 7'-0"
Treated Posts (Typ.)

5" Dia. x 7'-0" Treated Post (‘ry|::)\

u
M !

Hang gate on Min. 2 - 3/4" Dia.
galvanized thru bolts with nuts & lock
washers attached to Gate Hinge Pins.

16
2" Dia. Treated Posts

Double Strand Loops (typ)
2" Dia. x 4'-0" Treated Post (typ)
5" Dia. x 7'-0" Treated Post (typ)

Use mechanical

over-center
/ gate closer
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Hillslope Bracing Metal Gate (6" or 16") Wire Gate

Not To Scale Not To Scale Not To Scale
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